144 RADIO SERVICING

KOLSTER-BRANDES Model FB10/2

General Description: Five-valve (including rectifier), two-waveband
transportable receiver; this later version of the FBio was introduced at
Serial No. 110,001.

Power Supply: A.C. mains, 200250 volts. Consumption 40 watts.
Wavebands: M.W. 185-570 m.; L.W. goo~2000 m.
Intermediate Frequency: 422 ke/s. Alignment procedure as for FBro.

Valve Analysis: Circuit voltages measured on valve pins with a multi-
range meter with an impedance of 1000 ohms/volt. Total H.T. current
6o mA. Mains input 240 volts to 240-volt tap.

Valve Pint | Pinz2 | Pin3 | Ping | Pins | Pin6 | Piny | Pin8 | Ping
Vi 6BE6 . N o o 6:3%| 220 96 N — —
V2 6BJ6 . N o5 o 6:3%| 220 96 110 — —
V3 6AT6 . N o 6:3% o N N 68 — —_—
V4 6BW6 . — o 95 63 * o — 246 220 9'5
Vs 6Vg . 230%| — 260 63 % o — 230 % — —
* A.C. measurement. N = slightly negative.
VOLUME
CONTROL
Capacitors. Resistors.

Cr 0-001 Rr 220

Cs 88 pF. Rz 22k

Coé 88 pF. R3 2-2M

C7 480 pF. Re 47

Co 005 Rs 10M

Cir 330 pF. R6 220k

Ciz 88 pF. R7 220k

Ci3 88 pF. R8 15k

Cr4 250 DF. Rio 1-8k

C16 0-05 R12 470

Ciy  0-003 Ri3 240

Ci8 32 Rig4 150

Cig 003 Ri5 150

Cz0 32

Czz 005

Cuassis Lay-out DETAILS



Ci
L _
—G
Lﬁ
1)
wu r‘-]
(-
u (04
- 1|
- b

o

VL6BEG. V2.68J6. V3 6AT6. V4.6BW6 V56v4,
Cl2 Cli3 R8 R10
'/VV_V\/\A’
y c cis
. R7 clé r aeo RA“‘-
o } T .! ELOw \/\/‘-1
L8 L9 — -E RIS
C2l
ci7 T S
On, CI19

[}

miuge 130

200+
220v

neo

SHANVYL-YdLSTONA

cua3s s

g}

RI2

— N
RiI3 §—VvWW

Circult DiagrRaAM—KoOLSTER-BRANDES MODEL FB1o/2

- TTILFAVFEAYY

1



